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MAIN PARTICULARS
Shipyard Jiangsu Yangzi Changbo Shipbuilding Co., Ltd.

Classification                                         DNV GL  
100 A5 E3 Multi-purpose dry cargo ship, 
equipped for carriage of containers DBC DG 
NAV

Ice class                                    1A

Gross tonnage                                      4,255

Net tonnage 2,341

Length over all 114.40 m

LBPP                                           108.32 m

Breadth                                          14.40 m

Moulded depth 8.10 m (abt.)

Draft (max)                                          6.04 m SSW (abt.)

Height wl-hc 4.01 m (in 6.04 m SSW draft)

Airdraft from keel                                             25.95 m (in ballast)

Main engine 1 x MaK 9M25C, 2,970 kW

Bow thruster 350 kW

Vessel name Built IMO Call sign Flag

Mirjam 2008 9454802 CQEO5 Portugal

Nicole 2009 9454814 CQEO6 Portugal

Vessel name Built IMO Call sign Flag

Reiderdijk 2009 9454838 CQEO8 Portugal

MIRJAM class

6,200 dwt

HOLD & HATCHES
Hatches                                     pontoon type

Holds                                          2 holds

Hold #1 
dimensions                  

37.37 x 11.70 x 8.98 metres
3,855 m3 / 136,138 cbft

Hold #2 
dimensions

43.49 x 11.70 x 8.98 metres
4,646 m3 / 164,071 cbft

Bulkheads 1 pcs in each hold

Tweendeck no

Deck load 1.50 mt/m2

Tanktop strength 15 mt/m2

CAPACITY
DWT                       6,157 mt (Nicole: 6,067)

DWCC summer 5,700 mt

DWCC winter 5,500 mt

Cubic capacity 8,500 m3 / 300,200 cbft

Container intake 256 TEU (144 in hold, 112 on deck)
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All details are given in good faith, without guarantee and can vary on the individual vessels. 
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